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OPERATING 
INSTRUCTIONS 


“TOLEDO” SIMPACT 
“ Ro I to 2” THREADER 


THE TOLEDO PIPE THREADING 
* MACHINE COMPANY 
1425-1445 Summit St. 
TOLEDO 4, OHIO 


PLEASE READ CAREFULLY 


In putting tool on the pipe have the three 
guide lines on the graduated guide posts set 
about 1/32” large. After the tool has been 
slipped over the pipe grasp the die head firm- 
ly in both hands and while pushing on the 
tool turn to the right so that all four die seg- 
ments dig into the end of the pipe. With the 
tool held in this position tighten the three 
jaws uniformly. 


CUTTING OIL-NOTE OIL POCKETS 


Keep the cutting edges wet 
with a black sulphur base thread 
cutting oil such as “TOLEDO” 
oil while the threading is being 
done. The oil pockets in the die 
head will automatically do this 
if filled at the start of the thread. 
Do not cut threads dry. 


Sold in 1 Gal. and 
5 Gal, Containers, 


NOTE—If operated by power, oil pockets will not 
function. The Simpact is designed for HAND oper- 
ation, 


KEEP THE DIES SHARP 


Dull or chipped dies will do poor work. The dies 
can be returned to “TOLEDO” for regrinding at a 
amall cost. Keep a new extra set of dies on hand 
for spares. 


LUBRICATION 


Keep the lead screw and other moving parts oiled 
with good lubricating oil. 


KEEP THE TOOL CLEAN 


A tool clogged with dirt and chips cannot work 
well. Dirt between the ends of the dies and the 
die head case will cause trouble. 


FOR STANDARD DEPTH THREAD 


Start with the dies flush with the top of the 
case. For deeper threads start with the dies above 
the top of the case. For shallower threads start 
with the dies below the top of the case. 


FOR DIFFERENT PIPE SIZES 


Simply place the dies in the proper slots. There 
are four sets of slots in the die head case for 1", 
14%"°,1%” and 2” pipe. 


